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(54) Portable electronic device and imaging system 

(57) The portable electronic device in the form of a 
mobile phone (1 00) includes a display (11) for displaying 
an image, and a camera (20) supported by a bearing 
(31) and a hinge module (32) for forward and reverse 
rotation so as to be able to take pictures of images, 
which can be displayed on the display, from a front side 
to a rear side of the display. A reflector (34) is rotated in 
accordance with the rotation of the camera and has a 
plurality of areas "A", "B", "C" of different reflection fac- 
tors arranged along its circumferential direction. For de- 
termination of a control mode, a reflective photosensor 
(44) optically detects the rotational position of the cam- 
era by projecting a beam of light toward the reflector and 
by receiving the light reflected from the reflector. 



Fig.1 
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Description 

[0001] The present invention relates to a portable electronic device, and more particularly, it relates to a portable 
electronic device provided with an imaging part (for instance, camera) supported for forward and reverse rotation so 

s as to be able to take pictures of images that can be displayed on a display from a front side to a rear side of the device. 
Here, note that the portable electronic device in the present invention indicates, for example, a mobile phone, a note- 
book type personal computer, a PDA (personal digital assistant), a digital camera, a digital video camera, eta 
[0002] Fig. 17(A) is a front elevational view showing a camera installed on a known portable electronic device 200. 
Fig, 1 7(B) is a right side view of Fig, 1 7(A), Fig. 1 7(C) is a rear view of Fig. 1 7(A). In Fig, 1 7(A), a camera 80 is illustrated 

10 in its stationary state with its lens 81 directed to the front side of the device However, in actuality, the camera 80 is 
supported for forward and reverse rotation by a bearing 82 and a hinge module 83 which are fixedly attached to a 
chassis (not shown). A cam 84 fixedly mounted on a rotation shaft of the camera 80 is attached to an outer side portion 
of the hinge module 83. On the other hand, a lever type sensor 87 is mounted on a printed circuit board 86 attached 
to the chassis at a location opposite to the cam 84 

15 [0003] In the above case, when a user turns or rotates the camera 80 so as to change the shooting or picture-taking 
direction thereof, the contact position of a lever 88, which is an actuator of the lever type sensor 87, with respect to 
the cam 84 is changed and moved to a plurality of rotational positions in accordance with the rotation of the cam 84 
operatively connected with the camera 80. That is, the lever type sensor 87 detects based on the position of the lever 
88 operated by the cam 84 whether the angular position of the camera 80 is a position in which it takes a picture of an 

20 erect image, or a position in which it takes a picture of an inverted image, or a camera storage position (non-shooting 
position). The image data taken by the camera 80 is input to the printed circuit board 86 through a flexible cable 89, 
and it is then displayed on a display (not shown). In this case, with respect to the representation on the display, the 
control mode for controlling the display is selectively switched in a proper manner among three modes which include 
an erect display mode in which a photographic image is displayed as it is in correspondence to the respective angular 

25 positions detected by the the lever type sensor 87, an inversion display mode in which a photographic image in its 
inverted state is displayed as an erect image by being rotated 1 80 degrees or being turned upside down, and a camera 
storage mode in which power is turned off. 

[0004] In the known portable electronic device as mentioned above, when the positional relation between the cam 
and the lever of the lever type sensor is varied , the switching timi ng of the display control mode is accordingly influenced. 

30 in case of the portable electronic device, both the cam and the lever are very small in their dimensions, so in general 
there are variations in dimensions of individual these components, in addition to which assembly errors may easily 
take place. Thus, it is not so easy to keep the accuracy of the positional relation between both of these components. 
Moreover, movements or strokes of the lever for switching between the above three display modes are also very limited 
due to the small dimensions of these components, and hence the switching timing of the display control mode is caused 

35 to shift from the proper timing due to a secular change or aging such as wear of the these components after assembly 
thereof, thus making it difficult to retain the original accuracy. 

[0005] The present invention is intended to solve the problems as referred to above, and has for its object to provide 
a portable electronic device using an imaging system which is easy to obtain assembly accuracy even if there are 
variations in individual components and which is less subject to aging or a secular change with the lapse of time. 

40 [0006] In order to solve the above-mentioned problems, according to a first aspect of the present invention, there is 
provided a portable electronic device comprising: a display for displaying an image; an imaging part supported for 
forward and reverse rotation so as to be able to take pictures of images, which can be displayed on the display, from 
a front side to a rear side of the display; and an optical rotational position detection part for optically detecting a rotational 
position of the imaging part when rotated, 

45 [0007] With the above arrangement, the angular position of the rotating imaging part is optically detected by the 
optical rotational position detection part, as a consequence of which even if the number of turns or rotations of the 
imaging part increases due to repeated shootings or shots from the front side to the rear side, there will take place 
substantially no reduction in detection accuracy resulting from wear or the like which would be caused in the above- 
mentioned known rotational position detection part, 

so [0008] In a preferred form of the first aspect of the present invention, the optical rotational position detection part 
comprises: a rotating member adapted to rotate in accordance with the rotation of the imaging part, and having optical 
characteristics differing from one another along a circumferential direction thereof; and an optical sensor for detecting 
that one of the optical characteristics of the rotating member which passes a prescribed position. Thus, the optical 
rotational position detection part can be realized or constructed from two simple components alone. In addition, the 

55 rotating member has a sufficient circumferential and radial area, so that reduction in the detection accuracy of the 
optical sensor can be minimized even if there take place variations, positional shifts or the like in the component parts 
between the rotating member and the optical sensor, 

[0009] In another preferred form of the first aspect of the present invention, the rotating member comprises a reflector 
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which is divided into a plurality of areas having light reflection factors differing from one another along a circumferential 
direction of the reflector; and the optical sensor comprises a reflective photosensor which projects light toward the 
reflector and receives the light reflected from the reflector, Thus, the optical rotational position detection part can be 
easily realized or constructed since the reflector can be easily made by the use of a printing technique or the like, and 
the reflective photosensor is also readily available. 

[0010] In a further preferred form of the first aspect of the present invention, the rotating member comprises a trans- 
parent plate which is divided into a plurality of areas having light transmittances differing from one another along a 
circumferential direction of the transparent plate; and the optical sensor comprises a transparent type photosensor 
which projects light toward the transparent plate and receives the light reflected from the transparent plate, 
[0011] According to a second aspect of the present invention, there is provided a portable electronic device com- 
prising: a display for displaying an image, an imaging part supported for forward and reverse rotation so as to be able 
to take pictures of images, which can be displayed on the display, from a front side to a rear side of the display, an 
optical rotational position detection part for optically detecting a rotational position of the imaging part when rotated; 
and a control part for controlling the imaging part in a prescribed control mode based on the rotational position of the 
imaging part detected by the optical rotational position detection part, 

[0012] In a preferred form of the second aspect of the present invention, the control mode includes an erect display 
mode in which an image taken by the imaging part is displayed on the display as it is when the rotational position of 
the imaging part detected the optical rotational position detection part is within a first range, and an inversion display 
mode in which an image taken by the imaging part is rotated by 180 degrees and then displayed on the display when 
the rotational position of the imaging part detected the optical rotational position detection part is within a second range. 
[0013] In another preferred form of the second aspect of the present invention, the control mode includes an erect 
display mode in which an image taken by the imaging part is displayed on the display as it is when the rotational position 
of the imaging part detected the optical rotational position detection part is within a first range, and an inversion display 
mode in which an image taken by the imaging part is rotated by 1 80 degrees and then displayed on the display when 
the detected rotational position of the imaging part is within a second range, a non-shooting mode in which a power 
supply to the imaging part is turned off when the detected rotational position of the imaging part is within a third range, 
and a shooting mode in which a power supply to the imaging part is turned on when the detected rotational position 
of the imaging part is not within the third range. 

[001 4] According to a third aspect of the present invention, there is provided an imaging system comprising: a support 
structure; an imaging part supported for forward and reverse rotation by the support structure so as to take pictures 
from a front side to a rear side; and an optical rotational position detection part for optically detecting a rotational position 
of the imaging part when rotated. 

[0015] The above and other objects, features and advantages of the present invention will become more readily 
apparent to those skilled in the art from the following detailed description of preferred embodiments of the present 
invention taken in conjunction with the accompanying drawings. 

Fig. 1 is an external view showing a portable electronic device in the form of a foldable mobile phone according 
to a first embodiment of the present invention. 

Fig. 2(A) is a front eievational view showing the state of a camera mounted on a chassis inside the mobile phone 
of Fig. 1. 

Fig. 2(B) is a side eievational view of Fig, 2(A). 

Fig. 3(A) is a view of the mounting state of the camera shown in Fig. 2, as seen obliquely. 

Fig. 3(B) is a view of the mounting state of the camera in Fig. 3(A), as seen from the back thereof. 

Fig. 4(A) is a cross sectional view taken along line X-X in Fig. 2(A). 

Fig 4(B) is a cross sectional view taken along line Y-Y in Fig. 2(B). 

Fig. 5(A) is a cross sectional view showing the details of the camera of Fig. 1 . 

Fig. 5(B) is a view explaining the range of rotation of the camera based on Fig. 5(A). 

Fig- 6 is an external view showing that the camera in Fig. 1 is oriented in a direction DO shown in Fig. 5(B). 

Fig. 7 is an external view showing that the camera in Fig, 1 is oriented in a direction DA shown in Fig 5(B), 

Fig. 8 is an external view showing that the camera in Fig. 1 is oriented in a direction DB shown in Fig 5(B), 

Fig. 9 is an external view showing that the camera in Fig. 1 is oriented in a direction DC shown in Fig. 5(B) 

Fig. 10 is an external view showing that the camera in Fig, 1 is oriented in a direction DD shown in Fig. 5(B), 

Fig, 11 is an external view showing a portable electronic device in the form of a foldable mobile phone according 

to a second embodiment of the present invention with the camera shown in Fig. 1 being oriented in the direction 

DO shown in Fig, 5(B) when a transparent type photosensor is used in place of a reflective photosensor shown in 

Fig. 6. 

Fig, 12 is an external view showing that the camera in Fig. 11 is oriented in the direction DA shown in Fig. 5(B). 
Fig. 13 is an external view showing that the camera in Fig. 11 is oriented in the direction DB shown in Fig. 5(B). 
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Fig. 14 is an external view showing that the camera in Fig. 11 is oriented in the direction DC shown in Fig. 5(B). 
Fig. 15 is an external view showing that the camera in Fig. 11 is oriented in the direction DD shown in Fig. 5(B). 
Fig. 1 6 is a flow chart explaining the control operation of a control part when the mobile phone of Fig. 1 is actually 
used. 

s Fig. 1 7(A) is a front elevational view explaining a camera installed for forward and reverse rotation on a known 

portable electronic device. 
Fig. 1 7(B) is a right side view of Fig. 1 7(A). 
Fig. 17(C) is a rear view of Fig. 17(A). 

10 [0016] Now, preferred embodiments of the present invention will be described below in detail while referring to the 
accompanying drawings. 

Embodiment 1 . 

15 [0017] Fig. 1 is an external view of a portable electronic device in the form of a foldable mobile phone constructed 
in accordance with a first embodiment of the present invention. Fig. 2(A) is a front elevational view that shows the state 
of a camera mounted on the chassis inside the mobile phone of Fig. 1 . Fig. 2(B) is a side elevational view of Fig. 2(A). 
Fig. 3(A) is a view of the mounting state of the camera shown in Fig, 2 as seen obliquely. Fig. 3(B) is a view of the 
mounting state of the camera shown in Fig. 3(A) as seen from the back thereof. Fig. 4(A) is a cross sectional view 

20 taken along line XX in Fig. 2(A). Fig. 4(B) is a cross sectional view taken along line Y-Y in Fig. 2(B). Fig. 5(A) is an 
enlarged cross sectional view that shows the details of the camera in Fig. 1 . Fig. 5(B) is a view explaining the range 
of rotation of the camera based on Fig. 5(A). 

[001 8] A mobile phone, which is shown in Fig. 1 and generally designated at reference numeral 1 00, is provided with 
an image display casing 10 and a key operation casing 50. These casings 10, 50 are connected with each other in 

25 such a manner that they can be folded about a rotation shaft or axis designated by line R-R. A display (flat panel 
display) 1 1 such as, for instance, an LCD and an imaging or picture-taking part in the form of a camera 20 are arranged 
on the image display casing 10. A plurality of keys 51 , 52 and the like, through which a user can perform a variety of 
kinds of operations, are arranged on the key operation casing 50. in this case, as shown in Fig. 2 through Fig, 4, a 
central or rotation shaft of the camera 20 is supported at its opposite ends for forward and reverse rotation by a bearing 

30 31 and a hinge module 32 which are mounted on a chassis 49. Note that the hinge module 32 is of a well-known 
structure having a cover provided on one end of the rotation shaft. 

[0019] A reflector 34 is attached to one end face of the hinge module 32 connected with the central or rotation shaft 
of the camera 20. A reflective photosensor 44 is mounted on a printed circuit board 40 installed on the chassis 49 at 
a location opposite to the reflector 34. The reflective photosensor 44 is constructed such that it can detect the rotational 
35 position of the camera 20 by projecting a beam of light toward the reflector 34 and receiving the light reflected from 
the reflector 34, as wilt be described in detail later. In this case, the image data taken by the camera 20 is input to the 
printed circuit board 40 through a flexible cable 39, and then displayed on the display 1 1 under the control of a control 
part (not shown), 

[0020] As shown in Fig. 5(A), the camera 20 includes a pair of camera cases 23, 24 that together form a substantially 
40 cylindrical configuration, lens 21 fitted in a partially cut-away central portion of the camera case 23, a camera module 
25 arranged in the camera cases 23, 24 behind the lens 21 , and a presser member 26 arranged in the camera case 
24 for pressing or urging the camera module 25 and the lens 21 against an inner peripheral surface of the camera 
casing 23. In addition, as shown in Fig. 5(B), the camera 20 in this example is supported for free forward and reverse 
rotation in such a manner that the shooting or picture-taking direction (i.e., rotational angle G) of the camera 20 can 
45 be turned from a camera storage position DO (i.e., 0 degrees as a reference angular position) in which the lens 21 is 
directed in a vertically downward direction, to a camera rotation limit position DD (i.e., 270 degrees) in which the lens 
21 is directed in the horizontally rearward direction, passing through a first control mode switching position DA (i.e., 
45 degrees) in which the lens 21 is directed in a forward and downward direction at an angle of 45 degrees from the 
horizontal plane, a front position DB (i.e., 90 degrees) in which the lens 21 is directed in the horizontally forward 
so direction, and a second control mode switching position DC (i.e., 180 degrees) in which the lens 21 is directed in the 
vertically upward direction. 

[0021] When the camera 20 is turned or rotated from the camera storage position DO (0 degrees) to reach the first 
control mode switching position DA (45 degrees), the control part (not shown) switches on the power supply (I.e., 
switches the control mode into the shooting mode), which has been in an off state until then with the control mode 
55 being in the camera storage mode (non-shooting mode). The control part recognizes that an angular range of 135 
degrees from the first control mode switching position DA (45 degrees) up to the second control mode switching position 
DC (180 degrees) is a normal shooting range, and hence an erect image taken by the camera 20 is displayed on the 
display 11 as it is in accordance with the erect display mode. During the time when the camera 20 is being further 
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10 



rotated through an angle of 90 degrees from the second control mode switching position DC (180 degrees) to the 
camera rotation limit position DD (270 degrees), the control part assumes that the image taken by the camera 20 is 
an inverted image, whereby the photographic image is rotated by 180 degrees and then displayed on the display 11 
as an erect image in accordance with the inversion display mode. (In this case, even if the rotational direction of the 
camera 20 is reversed, the control part controls the image display in a similar control mode.) 

[00221 Now reference will be made to the case where the control part performs the camera storage mode, the erect 
display mode and the inversion display mode by using the reflective photosensor in accordance with the rotational 
anqle G of the camera, as described above. As shown in Fig. 6 through Fig. 10, the reflector 34 in Fig. 2 and Fig. 3 is 
of a disk-like configuration, and is circumferentialiy divided into a plurality of sector areas. The plurality of sectorial 
reflection areas "A" "B" and "C" are formed to have mutually different optical characteristics or different reflection 
factors RF with respect to light, as illustrated in Table 1 below. (For instance, symbols "A", "B" and "C" are printed on 
the corresponding areas of the reflector 34 formed of a transparent acrylic plate.) Here, note that the output values P0, 
P1 , P2 of the reflective photosensor 44 are as follows: P0 < P1 < P2. 
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Table 1 



Camera rotation angle (degrees) 


Area 


Reflection factor (%) 


Sensor output 


Control mode 


0 £ G < 45 


A 


RF % 10 


P0 


Storage 


45^G < 180 


C 


1 0 <RF ^ 90 (Recommendation 
value 50 ± 10) 


P1 


Erect display 


1 80 ^ G ^ 270 


B 


90 < RF 


P2 


Inversion display 



55 



r0023] In a rotational range of the camera 20 from a rotational angle of 0 degrees as shown in Fig. 6 to a rotational 
angle of 45 degrees as shown in Fig. 7, almost the whole field of view of the lens 21 of the camera 20 is disturbed or 
blocked by casing halves 18, 19 of the image display casing 10 (see Fig. 5). In this case, the reflective photosensor 
44 receives the light reflected from the area "A" of the reflector 34 where the reflection factor RF is the lowest or 
smallest and hence the output value (for instance, current value or voltage value) of the reflective photosensor 44 
becomes to be a small output value P0, which is the smallest among those of all the control modes. Upon detection 
of such a lowest or smallest output value P0, the control part assumes that the camera is in the camera storage mode, 
and keeps the power supply for the camera 20 in an "off state. When the camera 20 is rotated to reach a state or 
position in which the rotation angle G of the camera 20 is 45 degrees as shown in Fig. 7, the reflective photosensor 
44 begins to receive the light reflected from the area "C" of the reflector 34 where the reflection factor RF 's medium. 
In this case, the reflective photosensor 44 generates an output value P1 which is larger than that for the area A Upon 
detection of this medium output value P1 , the control part assumes that the camera has come into the erect display 
mode and switches the power supply into an "on" state. At the same time, the images taken by the camera 20 are 
displayed on the display 11 as erect images in accordance with the erect display mode in which pictures of objects at 
the front side taken by the camera 20 are displayed as they are. 

[0024] In a rotational range of the camera 20 where the rotational angle G is from the first control mode switching 
position DA (45 degrees) up to the second control mode switching position DC (180 degrees; see Fig. 9) via the front 
position DB (90 degrees; see Fig. 8), the reflective photosensor 44 receives the light reflected from the area "C of the 
reflector 34 and hence the control part continues the erect display mode. When the rotation angle G of the camera 20 
reaches 1 80 degrees, the reflective photosensor44 begins to receive the light reflected from the area "B" of the reflector 
34 where the reflection factor RF is the highest or largest, as shown in Fig. 9. As a result, the output value of the 
reflective photosensor 44 is larger in this area than in the other areas, and hence it becomes to be the greatest output 
value P2 Upon detection of this greatest output value P2, the control part assumes that the camera has come into the 
inversion display mode in which the camera takes pictures of objects at the rear side Thus, the image taken by the 
camera 20 is started to be rotated by 180 degrees into an erect image which is then displayed on the display 11. The 
reflective photosensor 44 receives the reflected light from the area "B" of the reflector 34 until the rotation angle G of 
the camera 20 reaches the camera rotation limit position DD of 270 degrees, so that the control part continuously 
performs the inversion display mode. 

[00251 Subsequently reference will be made to the control operation of the control part in the actual working condition 
of the above-mentioned mobile phone 100 while referring to the flow chart in Fig. 16. When power is turned on to put 
the mobile phone 100 into its working condition (step S11), the control part determines whether the output of the 
reflective photosensor 44 is the output value P0 (step S1 2), or the output value P1 (step S1 3), or the output value P2 
(step S14) When it is determined in step S12 that the output of the reflective photosensor 44 is the output value PO, 
the control part assumes that the camera is in the camera storage mode, and puts the power supply to the camera 20 
into an "off state (step S1 5). When it is determined in step S13 that the output of the reflective photosensor 44 is the 
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output value P1 , the control part assumes that the camera 20 is in the erect display mode, and puts the power supply 
to the camera 20 into an "on" state. At the same time, the image taken by the camera 20 is displayed as an erect image 
on the display 11 as it is (step S16). When it is determined in step 14 that the output of the reflective photosensor 44 
is the output value P2, the control part assumes that the camera 20 is in the inversion display mode, and puts the 
5 power supply to the camera into an "on" state. At the same time, the image taken by the camera 20 is rotated by 1 80 
degrees into an erect image which is then displayed on the display 11 (step S17). 

[0026] After the camera storage mode has been set in step S15, it is determined whether the output of the reflective 
photosensor 44 has changed to the output value P1 as a result of the camera 20 being rotated by the user (step S1 8). 
When the photosensor output is the output value P1 , the control flow proceeds to step S16. After the erect display 

10 mode is set in step S1 6, the control part determines whether the output of the reflective photosensor 44 has changed 
to the output value P0 or P1 or P2 as a result of the camera 20 being rotated by the user (step S19). When the 
photosensor output is the output value P1 , the erect display mode is continued, whereas when the photosensor output 
is the output value P0, the control flow proceeds to step S15, and when the photosensor output is the output value P2, 
the control flow proceeds to step S17. After the inversion display mode is set in step S17, it is determined whether the 

15 output of the reflective photosensor 44 has changed to the output value P1 as a result of the camera 20 being rotated 
by the user (step S20), When the photosensor output is the output value P2 f the inversion display mode is maintained, 
whereas when the photosensor output is the output value P1 , the control flow proceeds to step S16. 

Embodiment 2. 

20 

[0027] Next, reference will be made to the case where the control part performs the camera storage mode, the erect 
display mode and the inversion display mode by using a transparent type photosensor in accordance with the rotational 
angle G of the camera while referring to Fig. 11 through Fig, 15. In this embodiment, it is constructed such that by using 
a transparent plate 134 and a transparent type photosensor 144 instead of the reflector 34 and the reflective photo- 
ns sensor 44 shown in Fig- 6 through Fig. 1 0, the rotating transparent plate 1 34 having a plurality of sectorial transparent 
areas "A", "B" and "C" passes between a light emitting diode and a photoreceptor or light receiving element which are 
arranged at opposite ends of the concave or U-shaped transparent type photosensor 144. The transparent or trans- 
mission areas "A", "B" and "C" are formed so as to have mutually different transmittances PT with respect to light, as 
shown in Table 2 below. (For instance, symbols "A", "B" and "C" are printed on the corresponding areas of the trans- 
30 parent plate 1 34 formed of a transparent acrylic plate,) Note that the output values Q0, Q1 , Q2 of the transparent type 
photosensor 144 are as follows: Q0 < Q1 < Q2. 



Table 2 



Camera rotation angle (degrees) 


Area 


Reflection factor (%) 


Sensor output 


Control mode 


0 ^ G < 45 


A 


PT§ 10 


Q0 


Storage 


45 =i G< 180 


C 


10 < PT g 90 (Recommendation 
value 50 ± 10) 


Q1 


Erect display 


180 ^ G ^ 270 


B 


90 < PT 


Q2 


Inversion display 



[0028] Since the portable electronic device according to this embodiment is constructed in the above manner, the 
operation of the control part as illustrated in Fig. 11 through Fig. 15 is substantially the same as that as illustrated in 
Fig. 6 through Fig. 10 while excluding a difference between reflection and transparency or transmission. That is, when 
the camera 20 is rotated from the storage state of Fig. 1 1 to the state of Fig. 1 2, the photosensor output changes from 
"Q0" to "Q1 ". As a result, the control part switches on the power supply to the camera 20 that has been in an "off' state 
until then, and performs the image display in accordance with the erect display mode until the state of Fig. 1 4 is reached 
via the state of Fig. 13. From the state of Fig. 14, the photosensor output changes to "Q2" and hence the control part 
switches the image display into the inversion display mode. Between the state of Fig. 14 and the state of Fig. 15, the 
inversion display mode is maintained so that the display according to the inversion display mode is performed on the 
display. 

[0029] Since the areas "A", "B", and "C" are of the sector shapes, respectively, as clearly from the above-mentioned 
two examples, the positional relation between the reflector 34 and the reflective photosensor 44 as well as the positional 
relation between the transparent plate 134 and the transparent type photosensor 144 does not need so much accuracy 
for individual components and assemblies thereof. Moreover, the rotation angle G of the camera 20 for determination 
of each control mode is also large enough, and hence as compared with the aforementioned known lever type sensor, 
there is obtained an advantageous effect similar to the case where the switching stroke for switching of the control 
mode is made very large. In the above-mentioned two embodiments, the control part controls the "on" and "off 1 oper- 
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ations of the power supply to the camera 20 by means of a combination of the reflector 34 and the reflective photosensor 
44 or another combination of the transparent plate 134 and the transparent type photosensor 144. However, such 
control on the power supply to the camera 20 may be carried out by another mechanism (for instance, a conventionally 
used power switch) 

5 [0030] In addition, although in the above-mentioned embodiments, description has been made by taking a mobile 
phone as an example of a portable electronic device, the portable electronic device may be other electronic equipment 
necessary to use a rotatable camera, such as, for example, a notebook type personal computer, a PDA (personal 
digital assistant), a digital camera, a digital video camera, etc. Furthermore, it is preferable that the camera 20, the 
bearing 31 , the hinge module 32, the reflector 34 and the reflective photosensor 44 (or the transparent plate 134 and 
10 the transparent type photosensor 144) be assembled onto a subchassis and a subboard for dedicated use with the 
camera 20 to form an integral camera unit as an example of an imaging system. In this case, upon final assembly, 
such a camera unit is detachably mounted on the chassis 49 by means of screws or the like. However, it is desirable 
that electric signals be transmitted between the camera unit and the printed circuit board 40 on the chassis 49 by way 
of flexible cables and connectors detachably connected with the printed circuit board 40 
is [0031] As can be seen from the foregoing description, a portable electronic device according to the present invention 
as constructed above provides the following excellent advantages/That is, as the rotational positio n of a rotating camera 
is optically detected by an optical rotational position detection part, even if the number of rotations of an imaging part 
increases due to repeated shootings or shots from the front side to the rear side, there will take place substantially no 
reduction in detection accuracy resulting from wear or the like which would be caused in conventional rotational position 
20 detection parts. Also, such an optical rotational position detection part of the present invention can be easily realized 
or constructed by two simple components alone, Le., a reflector and a reflective photosensor or a transparent plate 
and a transparent type photosensor, In addition, since each transparent or transmission area of a rotating member 
such as the reflector or the transparent plate arranged for integral rotation with the camera has a sufficient circumfer- 
ential and radial area, reduction in the detection accuracy of an optical sensor such as the reflective photosensor or 
25 the transparent type photosensor, which detects the rotational position of the rotating member, can be minimized even 
if there take place variations, positional shifts or the like in the component parts between the rotating member and the 
optical sensor. Further, the imaging part and the optical rotational position detection part can be formed into an integral 
imaging unit, thereby making it easy to assemble the entire device, 

[0032] While the invention has been described in terms of preferred embodiments, those skilled in the art will rec- 
30 ognize that the invention can be practiced with modifications within the spirit and scope of the appended claims. 



Claims 

35 1 . A portable electronic device comprising: 

a display (11) which displays an image; 

an imaging part (20) supported for forward and reverse rotation so as to be able to take pictures of images, 
which can be displayed on said display, from a front side to a rear side of said display, and 
40 an optical rotational position detection part which optically detects a rotational position of said imaging part 

when rotated. 

2. The portable electronic device as set forth in claim 1 , characterized in that 

said optical rotational position detection part comprises: 

45 

a rotating member (34;1 34) adapted to rotate in accordance with the rotation of said imaging part, and having 
optical characteristics differing from one another along a circumferential direction thereof; and 
an optical sensor (44; 1 44) which detects that one of the optical characteristics of said rotating member which 
passes a prescribed position. 

50 

3. The portable electronic device as set forth in claim 2, characterized in that 

said rotating member comprises a reflector (34) which is divided into a plurality of areas having light reflection 
factors differing from one another along a circumferential direction of said reflector, and 

said optical sensor comprises a reflective photosensor (44) which projects light toward said reflector and 
55 receives the light reflected from said reflector, 

4. The portable electronic device as set forth in claim 2, characterized in that 

said rotating member comprises a transparent plate (134) which is divided into a plurality of areas having 
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light transmittances differing from one another along a circumferential direction of said transparent plate, and 

said optical sensor comprises a transparent type photosensor (144) which projects light toward said trans- 
parent plate and receives the light reflected from said transparent plate. 

5. The portable electronic device as set forth in any of the preceeding claims, characterized by further comprising 

a control part which controls said imaging part in a prescribed control mode based on the rotational position 
of the imaging part detected by said optical rotational position detection part. 

6. The portable electronic device as set forth in claim 5, characterized in that 

said control mode includes an erect display mode in which an image taken by said imaging part is displayed 
on said display as it is when the rotational position of said imaging part detected said optical rotational position 
detection part is within a first range, and an inversion display mode in which an image taken by said imaging part 
is rotated by 180 degrees and then displayed on said display when the rotational position of the imaging part 
detected said optical rotational position detection part is within a second range. 

7. The portable electronic device as set forth in claim 5, characterized in that 

said control mode includes a non-shooting mode in which a power supply to said imaging part is turned off 
when the rotational position of the imaging part detected said optical rotational position detection part is within a 
third range, 

8. The portable electronic device as set forth in claim 5, characterized In that 

said control mode includes a shooting mode in which a power supply to said imaging part is turned on when 
the rotational position of the imaging part detected said optical rotational position detection part is not within athird 
range. 

9. An imaging system comprising: 

a support structure; 

an imaging part (20) supported for forward and reverse rotation by said support structure so as to take pictures 
from a front side to a rear side; and 

an optical rotational position detection part which optically detects a rotational position of said imaging part 
when rotated. 

10. The imaging system as set forth in claim 9, wherein 

said optical rotational position detection part comprises: 

a rotating member (34;1 34) adapted to rotate in accordance with the rotation of said imaging part, and having 
optical characteristics differing from one another along a circumferential direction thereof; and 
an optical sensor (44,144) which detects that one of the optical characteristics of said rotating member which 
passes a prescribed position. 

11. The imaging system as set forth in claim 10, wherein 

said rotating member comprises a reflector (34) which is divided into a plurality of areas having light reflection 
factors differing from one another along a circumferential direction of said reflector, and 

said optical sensor comprises a reflective photosensor (44) which projects light toward said reflector and 
receives the light reflected from said reflector. 

12. The imaging system as set forth in claim 10, characterized in that 

said rotating member comprises a transparent plate (134) which is divided into a plurality of areas having 
light transmittances differing from one another along a circumferential direction of said transparent plate, and 

said optical sensor comprises a transparent type photosensor (144) which projects light toward said trans- 
parent plate and receives the light reflected from said transparent plate. 
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Fig. 2(A) 




Fig. 2(B) 
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Fig. 3(A) 
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Fig. 4(A) 




Fig. 4(B) 
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Fig. 5(A) 




Fig. 5(B) 
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Fig. 6 
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Fig. 8 
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Fig. 10 
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Fig. 12 
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Fig. 14 




18 



EP 1 383 324 A1 




19 



EP 1 383 324 A1 




20 



EP 1 383 324 A1 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 03 00 1052 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Citation of document with indication, where appropriate, 
of relevant passages 



Relevant 
to claim 



CLASSIFICATION OF THE 
APPLICATION (lntCt7) 



m 02 11439 A (ERICSSON TELEF0N AB L M 
;VANCE SCOTT (US); HUNT CHARLES (US)) 
7 February 2002 (2002-02-07) 
abstract * 

9-22 * 
6-19 * 

page 9, Tine 4 * 



H04N7/14 



page 2, line 
page 4, line 
page 8, line 14 
figure 4 * 



EP 1 187 479 A (SONY CORP) 
13 March 2002 (2002-03-13) 
abstract * 

column 4, line 11-14 * 
column 4, line 31-34 * 
column 4> line 50-55 * 
paragraph [0026] * 
figures l,3A,3B.3C * 

W0 01 63926 A (ARAI FUJI0 ;MASUTANI YUTAKA 
(OP); MATSUSHITA ELECTRIC IND CO LTD () 
30 August 2001 (2001-08-30) 

EP 1 111 919 A (NIPPON ELECTRIC CO) 
27 June 2001 (2001-06-27) 



5-9 



5-9 



TECHNICAL FIELDS 
SEARCHED (tnt.CS.7) 



H04N 
G06F 



The present search report has been drawn up for all claims 



Place d search 

BERLIN 



D«e ot eomotetton o! tee search 

23 October 2003 



Roche, N 



CATEGORY OF CITED DOCUMENTS 

X : partial la rty relevant r} taken atone 

Y : partjeutarty relevant if combined with another 

document of the aame category 
A : techno togtaaJ background 
O : non*mttt»n disclosure 
P : intermediate document 



T : theory or principle underlying ttte invention 
E : •ariwr potent document, but published on, or 

after the filing dale 
D : dooument cited In the application 
L : dooument cited for other reason* 

& : member of tie same patent ternity* corresponding 
document 



21 



EP 1 383 324 A1 



ANNEX TO THE EUP~ , SEARCH REPORT 

ON EUROPEAN P/ APPLICATION NO. EP 03 00 1052 



This annex Ibis the patent family members relaltng lothe patent documents oiled in me above -men boned European search report. 
The members are as contained in the European Patent Office BOP file on 

The European Paient Office is in no way Kabte for these particulars which are merely given tor the purpose of information 

23-10-2003 



Patent document 


Publication 


Patent family 


Publication 


cited in search report 


date 


member(s) 


date 



WO 0211439 A 07-02-2002 AU 7350901 A 13-02-2002 

EP 1305945 Al 02-05-2003 

WO 0211439 Al 07-O2-2002 



EP 1187479 


A 


13-03-2002 


JP 
EP 

US 


2002073207 A 
1187479 A2 
2002048459 Al 


12- 03-2O02 

13- 03-2002 
25-04-2002 


WO 0163926 


A 


30-08-2001 


JP 


2001245267 A 


07-09-2001 








CN 


1363182 T 


07-08-2002 








GB 


2364194 A 


16-01-2002 








WO 


0163926 Al 


30-08-2001 








US 


2002160724 Al 


31-10-2002 



EP 1111919 A 27-05-2001 JP 2001186383 A 06-07-2001 

JP 2001183731 A O6-07-2O01 

JP 2001186396 A 06-07-2001 

CN 1302152 A 04-07-2001 

EP 1111919 A2 27-06-2001 

TO 493340 B 01-07-2002 

US 2001005454 Al 28-06-2001 



§ For more details about this annex : see Official Journal of the European Patent Office, No. 1 2/B2 



I 



22 



